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LEGAL DESCRIPTION:

OUTPARCEL B:

A PARCEL OF LAND LYING IN SECTION 7,
TOWNSHIP 40 SOUTH, RANGE 23 EAST,
CHARLOTTE COUNTY, FLORIDA BEING MORE
PARTTICULARLY DESCRIBED AS FOLLOWS:FROM
THE NORTHWEST CORNER OF SAID SECTION 7,
RUN SOUTH 89°40'59" EAST, ALONG THE NORTH
LINE OD SAID SECTION 7, A DISTANCE OF 35.00
FEET; THENCE, SOUTH 00°11'30" WEST, PARALLEL
WITH THE WEST LINE OF SAID SECTION 7, A
DISTANCE OF 60.00 FEET TO THE SOUTHERLY
RIGHT-OF-WAY OF PEACHLAND BOULEVARD AND
THE POINT OF BEGINNING; THENCE, SOUTH
89°40'59" EAST, ALONG THE SOUTHERLY
RIGHT-OF-WAY LINE OF PEACHLAND
BOULEVARD, AND PARALLEL WITH THE NORTH
LINE OF SAID SECTION 7, A DISTANCE OF 270.04
FEET; THENCE SOUTH 37°48'45" EAST. A DISTANCE
OF 36.23 FEET; THENCE, SOUTH 00°19'01" WEST, A
DISTANCE OF 142.50 FEET; THENCE, NORTH
89°40'59" WEST, PARALLEL WITH THE NORTH LINE
OF SAID SECTION7, A DISTANCE OF 292.04 FEET TO
THE EASTERLY RIGHT-OF-WAY LINE OF
LOVELAND BOULEVARD; THENCE, NORTH
00°11'30" EAST ALONG THE EASTERLY
RIGHT-OF-WAY LINE OF LOVELAND BOULEVARD
AND PARALLEL WITH THE WEST LINE OF SAID
SECTION 7, A DISTANCE OF 171.00 FEET TO THE
POINT OF BEGINNING.

SAID LAND SITUATE, LYING AND BEING IN
CHARLOTTE COUNTY, FLORIDA

PROJECT LOCATION

WATER TALLY TABLE
AVERAGE PEAK DAILY FLOW
FLOW PER UNIT DAILY FLOW (1ERC/ PEAK FACTOR =
BUILDING AREA (SQ. FT.) USE (GPD/SF) (GPD) 225 GPD) 2.5 (GPD)
1B 8,000 RETAIL 0.05 400 1.8 1,000
1B 2,000 RESTAURANT (100 SEAT) 20 2,000 8.9 5,000
TOTAL 10,000 2,400 10.7 6,000
WASTEWATER TALLY TABLE
AVERAGE PEAK DAILY FLOW
FLOW PER UNIT DAILY FLOW (1 ERC/ PEAK FACTOR =
BUILDING AREA (SQ. FT.) USE (GPD/SF) (GPD) 190 GPD) 4.0 (GPD)
1B 8,000 RETAIL 0.05 400 2.1 1,600
1B 2,000 RESTAURANT (100 SEAT) 20 2,000 10.5 8,000
TOTAL 10,000 2,400 12.6 9,600
WATER METER TALLY TABLE
BUILDING AREA (SQ. FT) USE METER TYPE METER SIZE
COMMERCIAL— »
1B 10,000 RETAIL/RESTAURANT MASTER METER 2
TOTAL

NOTE:

CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH CHARLOTTE
COUNTY UTILITIES (CCU) STANDARDS AND SPECIFICATIONS. PLANS ARE IN
ACCORDANCE WITH CCU ‘MINIMUM DRAWING AND SUBMITTAL REQUIREMENTS
FOR POTABLE WATER, WASTEWATER, AND RECLAIMED WATER PROJECTS’ DATED
NOVEMBER 1, 2011. STATE PLANE COORDINATES (FEET) WILL BE SUPPLIED FOR
THE RECORD DRAWINGS.
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DEVELOPER:

BENDERSON DEVELOPMENT
7978 COOPER CREEK BLVD., STE 100
UNIVERSITY PARK, FL 34201
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ENGINEER:
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UNIVERSITY PARK, FL 34201
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GENERAL NOTES

1. THERE ARE NO EXISTING STRUCTURES ON THIS SITE.

2. TRUNCATED DOMES SHALL BE INSTALLED AT ALL PEDESTRIAN CROSSINGS AND
HANDICAP PARKING.

3. PROPOSED AND EXISTING ELEVATIONS ARE BASED ON NGVD OF 1929.
4. THIS SITE IS NOT LOCATED IN A FLOODWAY OR COASTAL ZONE.
5. THIS SITE DOES NOT EXHIBIT FRESHWATER OR SALTWATER INUNDATION.

6. THIS PROJECT WILL NOT CAUSE ADVERSE IMPACTS TO GROUND AND/OR SURFACE
WATERS.

7. THIS SITE CAN BE USED SAFELY FOR BUILDING PURPOSES WITHOUT UNDUE DANGER
FROM FLOOD OR ADVERSE SOIL OR FOUNDATION CONDITIONS CONTINGENT UPON SOIL
BORINGS AND DESIGN FOR EACH STRUCTURE BY THE BUILDING ARCHITECT TO
ACCOMMODATE SUBSOIL CONDITIONS. THIS STATEMENT DOES NOT INCLUDE SINKHOLES.

8. IRRIGATION SOURCE WILL BE BY WELL.

9. THE SURFACE WATER MANAGEMENT SYSTEM FOR THE PROJECT IS GOVERNED BY THE
SANDHILL DRI MASTER DRAINAGE PLAN UNDER ORIGINAL SWFWMD ERP PERMIT NO.
49002947. THE PROJECT'S STORM WATER RUNOFF IS COLLECTED VIA INTERNAL INLETS
AND PIPES AND DIRECTED TO THE EXISTING SUMP LOCATED ALONG THE SOUTH
PROPERTY LINE AND INTO EXISTING WETLANDS FOR TREATMENT.

AGENCIES SERVING THIS SITE

WASTEWATER & WATER SERVICE
CHARLOTTE COUNTY UTILITIES

25550 HARBOR VIEW ROAD, UNIT 1

PORT CHARLOTTE, FL 33980

PH: (941) 764—4534

ATTN: TERRI KESNER

ELECTRIC SERVICE
FLORIDA POWER & LIGHT
2245 MURPHY COURT

NORTH PORT, FLORIDA 34289
TEL: (941) 423-4847

ATTN: SANDY STONE

TELEPHONE SERVICE
SPRINT

2523 SOUTH MEMORIAL DRIVE
AVON PARK, FLORIDA 33825-9601
TEL: (863) 452-3132

ATTN: GORDON MARSHALL

GENERAL UTILITY NOTES:

1. ALL WORK SHALL CONFORM TO LATEST REVISION OF CHARLOTTE COUNTY UTILITIES (CCU) SPECIFICATIONS AND
DETAILS WHICH

IS AVAILABLE AT 25550 HARBOR VIEW ROAD, UNIT 1, PORT CHARLOTTE, TEL. (941) 764—4300.
2. ANY QUANTITIES SHOWN ON PLANS ARE NOT VERIFIED BY CCU.

3. A PRE—CONSTRUCTION MEETING IS REQUIRED BEFORE WORK MAY BEGIN. CCU SHALL BE NOTIFIED 48 HOURS PRIOR
TO PROJECT MOBILIZATION.

4., ALL WORK AND MATERIALS, WHICH DO NOT CONFORM TO CCU SPECIFICATIONS, ARE SUBJECT TO REMOVAL AND
REPLACEMENT AT THE CONTRACTOR'S EXPENSE.

5. ANY WORK PERFORMED WITHOUT THE KNOWLEDGE OF CCU IS SUBJECT TO RE—EXCAVATION, REMOVAL AND
REPLACEMENT OF SAME TO BE DONE AT THE CONTRACTOR'S EXPENSE.

6. THE CONTRACTOR SHALL PROVIDE SUFFICIENT PERSONNEL AND EQUIPMENT ON THE JOB AT ALL TIMES DURING
CONSTRUCTION TO SATISFY THE SPECIFICATIONS AND TO COMPLETE WORK.

7. CCU INSPECTION STAFF MAY OBSERVE PROJECT CONSTRUCTION.

8. THE CONTRACTOR IS TO UNCOVER ALL EXISTING LINES BEING TIED INTO AND VERIFY GRADES BEFORE BEGINNING
CONSTRUCTION.

9. IT IS THE CONTRACTOR'S RESPONSIBILITY TO LOCATE AND TAKE ALL POSSIBLE PRECAUTIONS TO AVOID ANY
DAMAGE TO ALL UNDERGROUND PIPELINES, TELEPHONE, CABLE TV, ELECTRIC LINES/CONDUITS AND STRUCTURES IN
ADVANCE OF ANY CONSTRUCTION. CCU WILL NOT GUARANTEE ANY LOCATIONS AS SHOWN ON THESE PLANS OR THOSE
OMITTED FROM THESE PLANS. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH
MAY OCCUR BY THEIR FAILURE TO EXACTLY LOCATE AND PROTECT EXISTING UTILITIES AND STRUCTURES.

10. CONTRACTOR SHALL VERIFY ALL QUANTITIES SHOWN ON THE PLANS. IF ANY DISCREPANCIES IN QUANTITIES ARE
FOUND, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER AND CCU.

11. ALL REGULATORY AND PERMITTING AGENCIES’ REQUIREMENTS SHALL BE COMPLIED WITH.

12. IN THE EVENT THAT HARD LIMESTONE FORMATION IS ENCOUNTERED, MAKING IT IMPOSSIBLE TO EXCAVATE TO THE
DEPTH REQUIRED UNDER THIS CONTRACT, THE CONTRACTOR MAY BE ALLOWED TO REDUCE THE PIPE COVER TO NOT
LESS THAN TWO (2) FEET WHILE MAINTAINING THE CCU REQUIRED THICKNESS OF BEDDING UNDER THE PIPE. SUCH
DEVIATION FROM THE PLANS MUST BE FIRST BE APPROVED BY CCU AND THE ENGINEER PRIOR TO THE PIPE LAYING. IF
TWO FEET OF COVER OR MORE CAN NOT BE ATTAINED, THE CONTRACTOR SHALL PROVIDE OTHER METHOD OF
CONSTRUCTION OR PIPE PROTECTION WHICH SHALL FIRST BE APPROVED BY CCU AND THE ENGINEER, AT NO
ADDITIONAL COST TO THE CITY.

13. LOCATIONS, ELEVATIONS, AND DIMENSIONS OF EXISTING UTILITIES, STRUCTURES AND OTHER FEATURES ARE SHOWN
ACCORDING TO THE BEST INFORMATION AVAILABLE AT THE TIME OF PREPARATION OF THESE PLANS, BUT DO NOT
PURPORT TO BE ABSOLUTELY CORRECT. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL VERIFY AND BE FULLY
RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY HIS FAILURE TO EXACTLY LOCATE AND
PRESERVE ANY AND ALL EXISTING UTILITIES, STRUCTURES, AND OTHER FEATURES AFFECTING THEIR WORK. ANYTHING
NOT SHOWN ON THESE DRAWINGS SHOULD BE BROUGHT TO THE ATTENTION OF THE ENGINEER AND SHALL NOT
CONSTITUTE AN EXTRA, UNLESS APPROVED BY THE ENGINEER.

14, THE CONTRACTOR SHALL CONTACT THE ENGINEER AND CCU IMMEDIATELY CONCERNING ANY CONFLICTS WITH CCU
UTILITIES/STRUCTURES ARISING DURING CONSTRUCTION OF ANY FACILITIES SHOWN ON THESE DRAWINGS.

15. TRAFFIC MUST BE MAINTAINED AT ALL TIMES PER CHARLOTTE COUNTY DEPARTMENT OF TRANSPORTATION (CCDOT)
AND PER FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT) STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, LATEST EDITION.

16. THE CONTRACTOR SHALL VERIFY ALL UTILITIES AND PROVIDE AT LEAST 48 HOURS NOTICE TO THE INDIVIDUAL
UTILITY COMPANIES, FDOT AND CCDOT PRIOR TO CONSTRUCTION.

17. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT, CURBS, DRIVEWAYS, SIDEWALKS, FENCES, ETC., WITH THE SAME
TYPE OF MATERIAL THAT WAS REMOVED DURING CONSTRUCTION OR AS DIRECTED BY THE ENGINEER. THE
CONTRACTOR SHALL RESTORE ALL AREAS AFFECTED BY THE CONSTRUCTION TO ITS ORIGINAL CONDITION, OR BETTER.

18. WITHIN THE FDOT AND CCDOT RIGHT—OF—WAY, ALL DISTURBED AREAS SHALL RECEIVE GRASSING (SEEDING) OR
SODDING MATERIALS IN ACCORDANCE WITH FDOT SPECIFICATIONS. THOSE AREAS THAT ARE CLASSIFIED AS DRAINAGE
DITCHES SHALL RECEIVE FULL SOLID SOD.

19. THE INFORMATION PROVIDED IN THESE PLANS IS SOLELY TO ASSIST THE CONTRACTOR IN ASSESSING THE NATURE
AND EXTENT OF CONDITION WHICH MAY BE ENCOUNTERED DURING THE COURSE OF WORK. ALL CONTRACTORS ARE
DIRECTED, PRIOR TO BIDDING, TO CONDUCT WHATEVER INVESTIGATIONS THEY MAY DEEM NECESSARY TO ARRIVE AT
THEIR OWN CONCLUSION REGARDING THE ACTUAL CONDITIONS THAT WILL BE ENCOUNTERED, AND UPON WHICH THEIR
BIDS WILL BE BASED.

20. ALL FRAMES, COVERS VALVE BOXES, METER BOXES, AND MANHOLES SHALL BE ADJUSTED TO FINISHED GRADE
UPON COMPLETION OF PAVING OR RELATED CONSTRUCTION. ALL VALVE PADS SHALL BE POURED IN PLACE. NO
PRE-FORMED VALVE PADS ALLOWED.

PROPERTY DEVELOPMENT REGULATIONS

LOCATED WITHIN SANDHILL DRI

PARCEL ID’s: 402307101001
EXIST. ZONING DESIGNATION: PD

EXISTING LAND USE: VACANT
PROPOSED USE: COMMERCIAL
ADDRESS: 24001

PROVIDED (FT)
MAXIMUM BUILDING HEIGHT 60
MAXIMUM LOT COVERAGE 14.6%

MINIMUM BUILDING SETBACKS

FRONT YARD (NORTH) o1
SIDE YARD (WEST) 195
SITE DATA
(INCLUDES OUTPARCELS / FUTURE DEVELOPMENT AREAS)
AC. S.F. %
TOTAL SITE AREA = 14,22 619,360 100.0
IMPERVIOUS = 10.88 474,116 76.5
BUILDINGS = 2.08 90,511 14.6
PAVEMENT (INCLUDING CURB) = 7.39 322,004 52.0
CONCRETE (SIDEWALK/DUMPSTER/OTHER) = 0.66 28,566 4.6
e L
PERVIOUS (GREEN SPACE) = 3.33 145,244 23.5
WITHIN DEVELOPMENT AREA = 3.17 137,926 22.3
B T

OVERALL DEVELOPMENT PARKING CALCULATIONS

BUILDING REQUIRED PARKING REQUIRED
USE NUMBER SF RATIO SPACES
GROCERY 1 54,817
RETAIL 1A 15,132
RETAIL/RESTAURANT 18 10,000
RETAIL 2 10,562
TOTAL REQUIRED 90,511 1 SPACE/ 200 453
TOTAL PROVIDED 501
REQUIRED HANDICAP 10(52%“
PROVIDED HANDICAP 17 > REQ.

EX. PERIMETER LANDSCAPE BUFFERING

BUFFER

LOCATION EXISTING ZONING / USE (TYPE)
NORTH PEACHLAND BOULEVARD R.O.W. 20
EAST EXISTING SHOPPING CENTER N/A
WEST LOVELAND BOULEVARD R.O.W. 25
SOUTH EXISTING COMMERCIAL SHOPPING CENTER 10’

REFUSE / SOLID WASTE SPACE CALCULATION

WASTE GENERATED 3.12 CUBIC YARDS PER 1000 S.F. PER MONTH
CONTAINER SIZE 8 CUBIC YARDS
WEEKS PER MONTH 4.29

DUMPSTER CALCULATIONS

BUILDING AREA WASTE/MO. DUMPSTERS
BUILDING # (S.F) (CU./YDS.) PROVIDED TRIPS/WEEK
1B 10,000 31.2 4 0.2

TRIPS PER WEEK CALCULATION:
(WASTE PER MONTH / WEEKS PER MONTH(4.29)) / CUBIC YARDS)
CUBIC YARDS = CONTANER SIZE (8 CY) * DUMPSTERS PROVIDED

FIRE FLOW CALCULATIONS

PER CITY OF FT. MYERS CODE OF ORDINANCES SEC. 122-353

BF =VA X 18 X C
A = AREA
C = CONSTRUCTION TYPE

FF = BF X OCCUPANCY HAZARD / 2 (IF SPRINKLED)
OCCUPANCY HAZARD = 1 FOR ORDINARY CONSTRUCTION

BUILDING AREA (SQ. FT)) C BF (GPM) HAZARD SPRINKLED FF (GPM)

1B 10,000 1 1,800 1 YES 900

CCU PROJECT# 16-1004

REVISIONS

UTILITY COMMENT RESPONSE

DESCRIPTION

5/2/16 |MODIFIED PER COUNTY COMMENT RESPONSE
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EXPANSION JOINT
1/2” FIBERBOARD FILLER
- TPy BASIN DIMENSIONS 1 ; 7’
--? .'.-.: ” 2 ”»
Wb TYPE | L | W _| H |GRATE 23 — WALK (BEYOND)
VRN c 4'—5" | 3'-4" | VARIES |USF#6210 _ ..
R AT I ‘C’ MOD | 4'—5" | 3-4" | VARES |USF#6210 ‘1% CURB
© 510 | a—& |vARES [Usrfe300 ALL SIGNS SHALL COMPLY WITH U.S. DEPARTMENT OF
NOTE: s T3 1o T a—e Tvares Tosrses00 TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION’S
CONTRACTOR SHALL COMPLY WITH THE DESIGN DATA = = #63 PAVING "MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES”,LOCAL CODES
AND RECOMMENDATION OF THE FCPA "DESIGN AND AND AS SPECIFIED. MOUNT SIGNS TO POST IN ACCORDANCE
CONSTRUCTION OF CONCRETE PAVEMENT MANUAL” FOR FE T e my T - WITH MANUFACTURER’S INSTRUCTIONS.
CONCRETE PAVEMENT JOINT SPACING. THIS IS TO _ L 8" WALL (TYPE 'C’ MOD & 'E' MOD) S R A R G o © BASE
INCLUDE CONTROL /CONSTRUCTION, CONTRACTION AND o P et ‘o g 'E IR, LUl
ISOLATION JOINTS. 3'-4" (E) = o |//Evl\I/;LL (TYPE ‘C’ & 'E") < —— =
5777 u = CLAN VIEW DISABYED —
HEAVY DUTY PAVEMENT CONSTRUCTION 278" (C) © PERMIT w
ONLY 7))
SIGNAGE OTHER THAN D v
P — #4 BARS AT 127 SUBBASE ACCESSIBLE O |
=~ o f D CEW. TYP. (PED XING, STOP, ETC.) —_—
= O —— [ swocorme || LL] <
E) (F) (&) (H = | — = — R Z =
T o i — RCP < W
2 ~  — Y c— 5 A
— " VE‘Z ﬂll\\liD/NG — TOP OF RAMP TO BE EJ)
ALL GRATES SHALL BE CAST IRON. TYPE . é‘,%VEEﬁ,Aﬂ(m CONCRETE "U"~CHANNEL POST — )
3R R R R e ‘C’ MOD. AND TYPE 'E' MOD. GRATES g4 BARS AT 127 ‘ (2 LBS./FT.) NOTE: THE MIN. HEIGHT » ~ || GROUND -
SHALL BE MEDIUM DUTY W/A 12,000 LB o=t SEE BREAK AWAY CHANNEL e SO . o T - SURFACE =
LOAD CAPACITY.  TYPE 'C’ GRATES e Iy TOM POST WHEN PIPE BOLLARD LOWEST SIGN SHALL BE 2 1/2° >
(E) 1" ASPHALT WEARING SURFACE COMPACTED TO 95% SHALL BE LIGHT DUTY (NON—TRAFFIC) ¢ IS NOT REQUIRED. i 7=0% +1/2 ——
OF THE LABORATORY MARSHALL DENSITY. F.D.0.T. AL _ =
TYPE S—IlIl VIRGIN MIX. M m % USE 6” PIPE \—) % \f
(F) 11/2° ASPHALT STRUCTURAL COURSE NOTES: = BOLLARD FILLED W/ "N ()
- CONCRETE AND PAINTED |
COMPACTED TO 95% OF THE LABORATORY 1. ALL CATCH BASINS TO BE POURED IN PLACE OR PRECAST. X ™~ TRAFEIG VELLOW ONLY | J PARTIAL ELEVATION LU
MARSHALL DENSITY. F.D.0.T. TYPE S—I, MAX 50% o ALL CONCRETE TO BE 4.000 PSL. B WHEN SIGN 1S IN PAVED |1, 0
EECLYIﬁlEEROCK OR SHELL ROCK BASE LBR 100 ’ =1 AREA OR SIDEWALK ° <
© COMPACTED TO AT LEAST To 98% OF THE . 3. WHERE TOP SLAB CONSTRUCTION IS NECESSARY, USE 6” THICK SLAB - y N >
° W/#5 BARS AT 4” ON CENTER CONTINUOUS INTO CATCH BASIN WALLS. ] "
MODIFIED PROCTOR SLOPE TOP 4 | SEE BREAK AWAY CHANNEL TN
. . N OF CONCRETE : _—"| POST WHEN PIPE BOLLARD
@ 12" STABILIZED SUBBASE LBR 40, COMPACTED 4. WHERE "H" DIMENSION EXCEEDS 5 FEET, SHOP DRAWINGS FOR WALL ] IS NOT REQUIRED. E |
T0 AT LEAST 98% OF _THE MODIFIED PROCTOR REINFORCEMENT MUST BE SUBMITTED FOR APPROVAL BEFORE CASTING. GROUND /PAVING o O w O]
5. JUNCTION BOXES SHALL RECEIVE A CAST IRON RIM AND COVER, / ’ SURFACE A=A x O E
SIDEWALK EDGE y T d o
HEAVY DUTY ’SEEHALT DETAIL 6. MEDIUM DUTY W/A 12,000 LB. LOAD CAPACITY. THE LID SHALL HAVE AL SLOPED SURFACES ARE X ra— o dB : < =
2, ” C. pa) o [{e]}
TS. THE WORDS "STORM SEWER”. 10 HAVE AN EXPOSED ., t . k o 5
CONFIRM RAMP SURFACE @jgﬁ%@ggggmw A 5/16” @ STANDARD GALVANIZED Z L
CATCH BASIN DETAIL TREATMENT WITH LOCAL (REF. FAGC 16, $0(5) I * OR ZINC PLATED SQUARE OR Sl o
1) BUILDING OFFICIAL PRIOR : - oo, LLLE HEX. HEAD MACHINE BOLT WITH 1 2
TS 70 CONSTRUCTION A8 A ] o NUT. @) o
BOTTOM OF RAMP TO BE — * PLAN VIEW L @)
LEVEL WITH FINISHED 1'-0 QO L n
PARKING LOT SURFACE BREAK AWAY CHANNEL POST < B S
HANDICAP RAMP DETAIL L D
n|m
NTS. (al %] 9,

SITE SIGN BASE DETAILS

N.T.S.
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FFE=27.30' NGVD

\ 25,43
|
SIDEWALK /”
CONNECTION : 2360
26.20 26.37 26.60 26.37
X25.90 X26.13 ~— X26.50 ——~— 2613 X25.94
/ ,26.20 26.50 26.60 26.50
25'50 SIS CXC IR IR ETEE ERRRR EOE RS S o ";
55,65 26.05 E g
{5544 26.50 > C.O. ' 25.97
P - IE=24.17
25.34 ~_ A
27T LF 8 HDPE STORM @ T.0% MIN.
\ﬁ C.0: '3';
IE=23.32
5590 N\_ 115 LF 12” HDPE STORM PROPOSED ] 4
EEEEQ 4C8'ONLET @ 3.06% RETAIL/RESTAURANT -
IE=19.80 ' BDLG 1B
AN AN 8,000 SF RETAIL
N~ APPROX. 35 LF 24" |[HDPE STORM 26.50 2,000 SF RESTAURANT J =
}25.55 7 FFE=27.30' NGVD IRNERY
25.35 %{ )k 25.80 ,
06.15 x20:28 _ 85 LF 8" HDPE STORM_@ 1.0% MIN. %
\ 25.55 26.%0] i
/ CONNECT TO EXISTING 24" STORM 0 . .
/ IE=19.74 9 d
@
[0
\ 26.41
q
| 25.90 o
x25.50 26.35 26.60% .
EXISTING 24" HDPE n i C.0.
prad ] > E=24,17 Rii%
25.20 :
26.20 26.45] .
26.33 2 4
/ AN ‘
X
EX. INLET 26.72
, RIM EL= 24.99
I / [E=16.69
Uy
EX. RETAIL
BDLG 1A
15,132 SF

PARKING ANB [SLAND

MODIFICATION FOR HANDICAP PAR
CURB TO MATCH EXISTING. SHALL
HANDICAP| RESTTRIPE AND HANDIC

IF SHEET IS LESS THAN
22"X34", USE GRAPHIC SCALE

|
|

NOTES:

EXISTING AND PROPOSED GRADES SHOWN ARE IN NGVD
29 DATUM.

0 100 20 40
e e —
SCALE:1"=20'

REVISIONS
MODIFIED PER COUNTY COMMENT RESPONSE
DESCRIPTION

UTILITY COMMENT RESPONSE

5/2/16
4/7/16

4260 W. Linebaugh Ave.
Tampa, Florida 33624

8043 Cooper Creek Blvd., Suite 210
University Park, Florida 34201
www.wraengineering.com CA 00007652
Phone: 813.265.3130 941.275.9721

Engineering ~ Environmental
Water Resource

APPROVED: CC

GRADING AND DRAINAGE

DESIGNED: CC__ DRAWN: BS
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0 100 20 40
e e —
SCALE:1"=20'

IF SHEET IS LESS THAN
22"X34", USE GRAPHIC SCALE

I ———

REVISIONS
MODIFIED PER COUNTY COMMENT RESPONSE
DESCRIPTION

UTILITY COMMENT RESPONSE

5/2/16
4/7/16

2
1

I=
i
c
& SER
>3 2m°Cew
(2) 1250 GAL. =5 187587
GREASE TRAPS | 2 9 9935_°
E IN=22.00 W o $25%88
C.0. IE OUT=21.50 [ ¥ E8§¥cS
IE=17.40 , . oD 250288
_ B | = S ® gEseey
OTTOM OF WM=20.60 i ——i 5= S"8z2E%
TOP OF LATERAL=18.04 PROPOSED RESTAURANT | i @ 353§
C.0. C.0. BDLG 1B I o ® Z=
[E=21.45 _ IE=22.20 2,000 SF i LICJ
EXISTING SANITARY o TARY=18.50 o FEE=27.30' NGVD i
BOTTOM OF STORM=19.80 -
8”x6” WYE co. :
[E=12.88 C.0. c.0. [E=22.20 PROPOSED RETAIL @'; i
[E=18.00 IE=21.20 [ BDLG 1B I
i ./ 0 2,000 SF RETAIL | I
EXISTING 8" WM _ ' \6m —e _ FFE=27.30' NGVD e i
-
PROPOSED \ i
\ 181 LF 6" SDR26 ?
2 METER PVC SANITARY PROPOSED RETAIL 2l
165 LF 2" PVC WM 7 BDLG 1B \ NE
EX. VALVE, N — 2,000 SF RETAIL [ e
METER BOX AND ) T~ FFE=27.30' NGVD | S
dorP sTOP ™% : o cmiR oLl : 8 5
2 STU M A
n“Wm \_/ = . ]
y ] - 6” STUB OUT | o
0 3 PROPOSED RETAIL S
BDLG 1B &
2,000 SF RETAIL <

FFE=27.30' NGVD

PROPOSED oin FL
BACKFLOW W/ FDC

PROPOSED RETAIL
BDLG 1B

2,000 SF RETAIL s

FFE=27.30' NGVD

172 LF 6" PVC FIRE

UTILITY PLAN

—EE . - TS NS S e

DESIGNED: CC__ DRAWN: BS

RNG: 23E

EX. RETAIL
BDLG 1A
15,132 SF

FFE=27.30' NGVD

TWN: 40S

SEC: 07

OUTPARCEL 2

PEACHLAND PROMENADE

ISSUED FOR: PERMITTING

JOB #:1205
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: CONSTRUCTION IN STREETS AND ROAD RIGHT-OF-WAYS -
GENERAL NOTES: 9. IF EXISTING VALVES OR FITTINGS ARE NOT RESTRAINED PROPERLY, THE CONTRACTOR TRAFFIC REGULATIONS AND MAINTENANCE OF TRAFFIC 2 zl 15
1. CHARLOTTE COUNTY UTILITIES (CCU) STANDARD SPECIFICATIONS AND STANDARD SHALL RESTRAIN EXISTING UTILITIES IN ACCORDANCE WITH CCU REQUIREMENTS AS 1. OPEN ROAD CUTS REQUIRE PRIOR APPROVAL/PERMIT OF THE COUNTY, STATE, OR OTHER 1. TRAFFIC CONTROL ON ALL COUNTY AND STATE HIGHWAY RIGHT-OF-WAYS SHALL 9 % (L}J) E
DETAILS SHALL GOVERN ALL UTILITY WORK. UNDER CERTAIN CIRCUMSTANCES THE APPROVED BY CCU. AGENCY HAVING JURISDICTION. CONSTRUCTION WITHIN THE FLORIDA DEPARTMENT OF COMPLY WITH THE REQUIREMENTS OF THE MANUAL OF UNIFORM TRAFFIC CONTROL 2 S
STANDARD SPECIFICATIONS AND/OR STANDARD DETAILS MAY BE MODIFIED BY THE TRANSPORTATION (DOT) RIGHT-OF-WAY SHALL CONFORM TO FLORIDA DOT DEVICES (U.S. DOT/FHA) AND REQUIREMENTS OF THE STATE AND/OR ANY OTHER LOCAL > ozl
SPECIAL PROVISION SECTION OF THE CONTRACT DOCUMENTS IN WHICH CASE THE 10. THE CONTRACTOR SHALL INSTALL INCIDENTAL FITTINGS REQUIRED TO RESOLVE CONSTRUCTION STANDARDS. CHARLOTTE COUNTY COMMUNITY DEVELOPMENT (CCCD) AGENCY |(.|AV|NG JUR|S)D|CT|ON_ L > % 0
SPECIAL PROVISIONS SHALL PREVAIL. WHEN A CONFLICT EXISTS AMONG THE Sgi‘lggécgiHBEE;V\(\’TESEENSEgsVTI\:NOGNATNHDEF;'?Lgsgsiau“;ﬂgga f\g Eégﬁ?ﬁ“/f&'?&g'ﬁggﬁo SHALL BE NOTIFIED 48-HOURS IN ADVANCE OF ALL APPROVED OPEN ROAD CUTS WITHIN o Blx|lo
REQUIREMENTS OF A REFERENCED MATERIAL OR INSTALLATION STANDARD, THE : : : COUNTY ROADWAYS/RIGHT-OF-WAYS. OF- S|
REQUIREMENTS OF CCU SHALL PREVAIL. WHERE THE REQUIREMENTS OF A STATE OR RESOLVE INCIDENTAL CONFLICTS SHALL BE PAID FOR AS PROVIDED FOR IN THE D oATH OR SIDEVVALK REQUISES THE PREPARATION AND SUBMITAL Of MANTENANGE < 9l &
: PATH, OR SIDEWALK REQUIRES THE PREPARATION AND SUBMITTAL OF MAINTENANCE OF Ol W
LOCAL AGENCY HAVING JURISDICTION ARE MORE STRINGENT, THOSE REQUIREMENTS CONTRACT DOCUMENTS. 2. THE CONTRACTOR SHALL MAINTAIN PEDESTRIAN TRAFFIC AT THE JOB SITE DURING TRAFFIC (MOT) PLAN BY THE CONTRACTOR TO THE COUNTY ENGINEER. THE MOT PLAN « §
SHALL PREVAIL. CONSTRUCTION IN ACCORDANCE WITH THE PERMIT AND SAFETY REQUIREMENTS FOR SHALL BE APPROVED BY THE COUNTY ENGINEER OR HIS/HER DESIGNEE PRIOR TO THE o
11. ALL VALVES SHALL BE INSTALLED OUTSIDE OF PAVEMENTS UNLESS OTHERWISE THE PROJECT. PROPER DETOUR SHALL BE PROVIDED AS NECESSARY. START OF CONSTRUCTION. =8
2. THE CONTRACTOR SHALL OBTAIN ALL REQUIRED COUNTY AND STATE PERMITS PRIOR TO SPECIFICALLY SHOWN ON THE PLANS OR APPROVED BY CCU. i >
COMMENCING WORK AND SHALL KEEP ONE COPY OF ALL ISSUED PERMITS AT THE SITE AT 3. EXCAVATION SHALL BE CONDUCTED IN A MANNER TO CAUSE THE LEAST POSSIBLE 3. WORK AFFECTING TRAFFIC ON ANY STATE ROAD OR HIGHWAY REQUIRES THE =
' .|
ALL TIMES DURING CONSTRUCTION. 12-V1I-EI-I|?I§'ICC;:(/)$TP%ASCI:'FI%$I 2?/&&2%&&% ;?;5 S/'\(‘);RSETNR?F,Hl Eg g\ﬁ 'SE :?NE';E g:gﬁigov'z INTERRUPTION TO TRAFFIC. WHERE TRAFFIC MUST CROSS EXCAVATIONS, THE PREPARATION AND SUBMITTAL OF A MOT PLAN BY THE CONTRACTOR TO THE FDOT. THE o =
3 THE CONTRACTOR SHALL ASSURE COMPLIANGE WITH ANY GSHA. EPA. AND/OR OTHER DIRECTIONAL BORE HDPE PIPE SHALL MEET THIS REQUIREMENT TO THE EXTENT ' CONTRACTOR SHALL PROVIDE SUITABLE BRIDGES AT STREET INTERSECTIONS AND MOT PLAN SHALL BE APPROVED BY THE FDOT PRIOR TO THE START OF CONSTRUCTION. =
: ,EPA, DRIVEWAYS.
FEDERAL OR STATE OF FLORIDA RULES, REGULATIONS OR OTHER REQUIREMENTS, AS POSSIBLE. 4. THE CONTRACTOR SHALL BE IN FULL COMPLIANCE WITH THE APPROVED MOT PLAN AT 98
EACHMAY APPLY. 13. THE CONTRACTOR SHALL PUSH HOME ALL SPIGOT ENDS OF PVC AND/OR DI PIPE INTO 4. NOT MORE THAN ONE BLOCK OF EXCAVATION SHALL BE OPEN PER GREW AT ANY ONE ALL TIMES. SIS
: TIME, AND THIS DISTANCE SHALL BE REDUCED IF CONSTRUCTION CAUSES EXCESSIVE
4. THE CONTRACTOR SHALL HAVE AVAILABLE AT THE JOB SITE ONE CURRENT COPY OF CCU BELL ENDS WITHIN 1/2" OF THE MANUFACTURER'S INSERTION MARK. IF PIPE IS CUT, THE INTERFERENCE WITH TRAFFIC. EXCAVATED OR OTHER MATERIAL STORED ADJACENT TO 5 THE CONTRACTOR SHALL FURNISH AND MAINTAIN ALL TRAFFIC CONTROL SIGNS AND
CONTRACTOR SHALL REPLACE AN INSERTION MARK FROM NEW END OF PIPE AS SHOWN :
SPECIFICATIONS AND DESIGN DETAILS AND ONE COPY OF THE CONTRACT DOCUMENTS ON THE ORIGINAL PIPE OR PARTIALLY UPON A ROADWAY PAVEMENT SHALL BE ADEQUATELY MARKED FOR DEVICES, BARRICADES, FLASHERS, ETC. IN WORKING CONDITION AT ALL TIMES.
INCLUDING ENGINEERING DRAWINGS, SPECIFICATIONS, SPECIAL PROVISIONS, ETC. NO : TRAFFIC AND PEDESTRIAN SAFETY AT ALL TIMES. ALL EXCAVATED AND/OR STORED
?'HEEL%SH’?E'EETSO%R\,@E‘.Q@J?F'?'RTSQ“QJSE,V%?T'\T'TEFEAEJP%%%LATENTS SHALL BE MADE BY 14. ALL STAINLESS STEEL SHALL BE 316 AUSTENITIC, NON-MAGNETIC UNLESS OTHERWISE MATERIAL SHALL BE REMOVED FROM THE PAVEMENTS AT THE END OF THE WORK DAY 6.ROAD CLOSURE WHETHER TEMPORARY ON A DAILY BASIS OR PERMANENTLY DURING o
: APPROVED BY CQU ’ UNLESS OTHERWISE PROVIDED FOR IN THE CONTRACT DOCUMENTS. CONSTRUCTION REQUIRES THE APPROVAL OF A DETOUR PLAN BY THE AGENCY OR [
' AGENCIES HAVING JURISDICTION. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING c
5. THE CONTRACTOR SHALL PROTECT EXISTING UTILITIES FROM DAMAGE. THE D> o
CONTRACTOR SHALL NOTIFY "SUNSHINE STATE ONE CALL" PRIOR TO START OF 15. MARKER BALLS AND METALLIC LOCATION TAPE MUST BE INSTALLED IN ACCORDANCE >. THE CONTRACTOR SHALL CARRY OUT THE WORK SO AS NOT TO DENY UNREASONABLE ALL TEMPORARY SIGNAGE WHEN THE ROADWAY IS TO BE CLOSED OR TRAFFIC c g 8o
CONSTRUCTION. THE EXISTING UTILITIES SHOWN ON THE ENGINEERING DRAWINGS ARE WITH THE CCU STANDARD DETAILS AND CCU STANDARD SPECIFICATIONS ACCESS TO PRIVATE PROPERTY. ALL ACCESS SHALL BE RESTORED AT THE END OF THE DETOURED. WHEN ROAD CLOSURES ARE TEMPORARY ALL STREETS SHALL BE RE-OPENED 2082
i ' WORK DAY. TO TRAFFIC BY THE END OF THE WORK DAY AND ALL DETOUR SIGNS COVERED OR cC @ 4 =g38KR
FOR DESIGN PURPOSES ONLY. THE CONTRACTOR SHALL MARK LOCATIONS OF UTILITIES REMOVED, WHEN ROADS ARE PERMANENTLY CLOSED DURING CONSTRUGTION ACCESS © O £x233K
BY PAINTING AND/OR FLAGGING THE UTILITY ALIGNMENT. THE CONTRACTOR SHALL DUCTILE IRON EXTERNAL PROTECTIVE COATING - =5 8% sgd
PERFORM EXPLORATORY EXCAVATION(S) TO FIELD VERIFY THE LOCATION AND DEPTH OF 8 ALL UTILITY ACGESS MANHOLES, VALVES, AND FIRE HYDRANTS AND MAIL BOXES SHALL MUST BE PROVIDED TO PROPERTIES LOCATED ON THE CLOSED ROAD AT THE END OF > o 58g8EC3
ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL COMPLY ALL EXPOSED DUCTILE IRON UTILITIES SHALL BE PAINTED AS FOLLOWS IN ACCORDANCE WITH BE ACCESSIBLE AT ALL TIMES DURING CONSTRUCTION. EACH WORK DAY AND ON WEEKENDS. T D ESmiig
. = -~ O M
WITH ALL LAWS AND ORDINANCES COVERING THE PROTECTION OF SUCH WORK AND THE CCU FIELD PAINTING SPECIFICATIONS: 2 ROAD SURFACE RESTORATION SHALL BE PERFORMED IN ACCORDANCE WITH CHARLOTTE - DURING NON-DAY LIGHT HOURS OR RESTRICTED VISIBILITY. THE CONTRACTOR SHALL x 25%<29
SAFETY MEASURES TO BE EMPLOYED THEREIN. ' ! TL L 8EM
TYPE COLOR DESIGNATION* COUNTY COMMUNITY DEVELOPMENT (CCCD), FLORIDA DEPARTMENT OF PROPERLY ILLUMINATE THE WORK BY THE INSTALLATION AND MAINTENANCE OF SUITABLE o5 =s92%88
6. THE CONTRACTOR SHALL REVIEW THE SITE CONDITIONS PRIOR TO START OF POTABLE WATER LINES BLUE (PANTONE 287) TRANSPORTATION, OR OTHER GOVERNING AGENCY REQUIREMENTS. LIGHTS OR FLARES ESPECIALLY ALONG OR ACROSS THOROUGHFARES. = 2 E ESESY
. - (O © ®© O = c
CONSTRUCTION. THE CONTRACTOR SHALL BRING ENGINEERING DRAWING POTABLE WATER VALVE CAPS ~ BLUE (PANTONE 287) — SFe%s®
DISCREPANCIES TO THE ATTENTION OF THE ENGINEER PRIOR TO COMMENCING WORK. FIRE LINES ANS| SAFETY RED (PANTONE 485) 8 The LNTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS DAMAGED DURING THE ENVIRONMENTAL REQUIREMENTS @ = S0z ¢ %
FIRE LINE VALVE CAPS ANS| SAFETY RED (PANTONE 485) : ) = S > 55
7. THE CONTRACTOR SHALL CONTACT THE APPLICABLE COUNTY DEPARTMENTS AND ALL WASTE WATER LINES ANS| SAFETY GREEN (PANTONE 3415) 1. THE CONTRACTOR SHALL REFER TO CCU SPECIFICATIONS FOR "EROSION AND SEDIMENT = ® o
OTHER UTILITY COMPANIES A MINIMUM OF 48-HOURS PRIOR TO START OF CONSTRUCTION. WASTE WATER VALVE CAPS ANS| SAFETY GREEN (PANTONE 3415) CONTROL". g)
THE CONSTRUCTION MANAGEMENT OFFICE OF CHARLOTTE COUNTY COMMUNITY RECLAIMED WATER LINES PURPLE (PANTONE 522C) L
DEVELOPMENT (CCCD) CAN BE REACHED AT 941-575-3600 AND CCU AT 941- 764-4515. RECLAIMED WATER VALVE CAPS PURPLE (PANTONE 522C) 2. PRIOR TO THE START AND DURING CONSTRUCTION ACTIVITIES, FOR AREAS WITHIN AND
FIRE HYDRANTS ANS| SAFETY YELLOW (PANTONE 109) ADJOINING THE LIMITS OF CONSTRUCTION, THE CONTRACTOR SHALL PROVIDE
8. THE CONTRACTOR SHALL NOTIFY ALL AFFECTED UTILITY CUSTOMERS 48 HOURS IN FIRE HYDRANT YALVE CAPS ANS| SAFETY YELLOW (PANTONE 109) PROTECTION BARRICADES/SILT FENCES/ADEQUATE MEASURES IN ACCORDANCE WITH

ADVANCE IF WATER AND/OR SEWER SERVICE WILL BE INTERRUPTED DURING COUNTY AND STATE REQUIREMENTS FOR ALL DESIGNATED TREES/PLANTS TO BE

PROTECTED, WETLANDS, THREATENED AND/OR ENDANGERED SPECIES ETC.
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3. SAND FOR BEDDING OF THE POLYVINYL CHLORIDE (PVC) GRAVITY SEWER PIPE SHALL BE A
DRY SCREENED AND GRADED MATERIAL WITH 95 PERCENT PASSING 1 INCH SIEVE AND
NOT MORE THAN FIVE PERCENT PASSING A NO. 200 SIEVE. ALL PVC GRAVITY SEWER PIPE
SHALL BE INSTALLED AND BEDDED IN ACCORDANCE WITH ASTM SPECIFICATION D-2321,
*“RECOMMENDED PRACTICE FOR UNDERGROUND INSTALLATION OF FLEXIBLE
THERMOPLASTIC SEWER PIPE”.

4. FOUNDATION STABILIZATION MATERIAL SHALL MEET CCU SPECIFICATIONS OR DESIGN
DETAILS. IF DETERMINED BY CCU THE MATERIAL IN THE BOTTOM OF THE TRENCH IS
UNSUITABLE FOR SUPPORTING THE PIPE, THE CONTRACTOR SHALL EXCAVATE BELOW
THE FLOW LINE OF THE PIPE. THE TRENCH SHALL BE BACKFILLED TO SPECIFIED GRADE
WITH FOUNDATICON STABILIZATION MATERIAL. IF THE TRENCH IS PROPERLY DEWATERED,
CCU APPROVED BACKFILL MATERIAL MAY BE USED FOR STABILIZATION. CRUSHED ROCK
(NO. 57 STONE) SHALL BE USED WHEN A DRY TRENCH CANNOT BE OBTAINED. THE
FOUNDATION STABILIZATION MATERIAL SHALL BE PLACED OVER THE FULL WIDTH OF THE
TRENCH AND COMPACTED IN LAYERS NOT EXCEEDING SIX INCHES DEEP TO THE
REQUIRED GRADE.

5. BACKFILLING OF TRENCHES SHALL NOT BE ALLOWED UNTIL THE WORK HAS BEEN
APPROVED BY CCU. WORK BACKFILLED OR CONCEALED WITHOUT THE KNOWLEDGE OF
CCU SHALL BE UNCOVERED OR EXPOSED FOR INSPECTION AT NO COST TO THE OWNER.

SUBSTITUTED AS AN ALTERNATIVE TO COMPACTED SOIL WITH THE APPROVAL CF CCU OR
WHERE SHOWN ON THE ENGINEERING DRAWINGS. APPLICATIONS FOR THE MATERIAL
INCLUDE BEDDINGS, ENCASEMENTS, CLOSURES FOR TANKS AND PIPES, AND GENERAL
BACKFILL APPLICATIONS FOR TRENCHES AND ABUTMENTS. FLOWABLE FILL SHALL BE
DESIGNED TO BE EXCAVATED AND PUMPED FOR APPLICATIONS WHERE STRENGTH IS
MORE IMPORTANT THAN EXCAVATABLITY. IF FLOWABLE FILL IS SPECIFIED, ULTIMATE
COMPRESSIVE STRENGTH SHALL BE LESS THAN 200 PSI AT 28 DAYS. FLOWABLE FILL IS
NOT ACCEPTABLE FOR USE AS BACKFILL UNDER PAVEMENT, SIDEWALKS OR OTHER HARD
SURFACES UNLESS OTHERWISE APPROVED IN WRITING BY AUTHORITY WITH
JURISDICTION.

9. THE CONTRACTOR SHALL COMPACT ALL PORTIONS OF A TRENCH WITHIN 7.5' OF EXISTING

EDGE OF PAVEMENT TO 98% DENSITY, AASHTO T-180, AND 95% FOR OTHER AREAS WITHIN
THE RIGHT OF WAY. IF MORE STRINGENT COMPACTION REQUIREMENTS ARE SHOWN ON
THE PLANS OR IN THE CONTRACT DOCUMENTS THEY SHALL PREVAIL.

10. COMPACTION OF BACKFILL MATERIAL UNDER PAVEMENT, SIDEWALKS, OR OTHER HARD

SURFACES SHALL BE IN CONFORMANCE WITH THE REQUIREMENTS OF THE AUTHORITY
HAVING JURISDICTION.

11. DENSITY TESTS SHALL BE PERFORMED FOR EACH 6" LIFT AT A MINIMUM OF ONE TEST

PER 200 FEET OF TRENCH.

12. ALL WELL POINT HOLES UNDER PARKING, DRIVING, OR ROADWAY SURFACES SHALL BE

BACKFILLED WITH CONCRETE IMMEDIATELY AFTER PULLING THE WELL POINTS. ALL
OTHER WELL POINT HOLES SHALL BE BACKFILLED WITH FDOT NO. 89 STONE IMMEDIATELY
AFTER REMOVING THE WELL POINTS UNLESS SPECIFIED OR DIRECTED TO DO OTHERWISE
BY CCU.

3 CONSTRUCTION. % *Equivalent colors matching these colors are acceptable. Provide with Shop Drawing submittal 2 %
?3 2 direct color comparisons of color numbers available from manufacturer submitted. g 2
£ % 2 3
3| oare 1woreons 5] onte 1101201 3| oare: 11on20r+ §) owre riovzon
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BEDDING, BACKFILL, AND COMPACTION 6. BACKFILL MATERIAL PLACED WITHIN ONE FOOT OF PIPING AND APPURTENANCES OR IN
THE UPPER SIX INCHES OF ALL BACKFILL AND FILLS SHALL NOT CONTAIN ANY STONES OR MATERIALS AND METHODS OF CONSTRUCTION
1. ALL PIPES BEDDING MATERIAL SHALL BE NEW MATERIAL UNLESS OTHERWISE APPROVED ROCKS LARGER THAN ONE INCH IN DIAMETER. EXISTING BACKFILL MATERIAL SHALL MEET )
BY CCU. THE ABOVE REQUIREMENTS AS APPROVED BY CCU. BROKEN CONCRETE SHALL NOT BE ALL MATERIALS AND CONSTRUCTION METHODS USED IN THE CONSTRUCTION OF CCU'S ]
USED. OUTSIDE THE PIPE ZONE, FILL MATERIAL CONTAINING LIME ROCK SHALL HAVE UTILITIES INCLUDING BUT NOT LIMITED TO PIPING, VALVES, FITTINGS, RESTRAINTS, FIRE —_—
2. FOUNDATION MATERIAL OR BEDDING STONE SHALL BE USED FOR BEDDING OF PIPE SUFFICIENT SAND TO FILL THE VOIDS IN THE LIME ROCK. NO STONES OR ROCKS LARGER HYDRANTS, BLOW-OFFS, GRAVITY SEWER MAINS, MANHOLES, LIFT STATIONS, WATER AND <
AND/OR MANHOLES AS INDICATED ON THE ENGINEERING DRAWINGS. CRUSHED STONE THAN THREE INCHES IN DIAMETER SHALL BE USED IN ANY BACKFILL. SEWER SERVICES AND ALL ASSOCIATED APPURTENANCES SHALL BE IN ACCORDANCE E
SHALL CONSIST OF HARD, DURABLE, AND SUB-ANGULAR PARTICLES OF PROPER SIZE AND WITH THE LATEST EDITION QF CCU'S STANDARD SPECIFICATIONS AND DETAILS UNLESS
GRADATION, AND SHALL BE FREE FROM ORGANIC MATERIAL, WOOD, TRASH, SAND, LOAM, . MATERIAL SUITABLE FOR BACKFILL IN A PROPERLY DEWATERED TRENCH SHALL NOT BE OTHERWISE NOTED IN THE CONTRACT DOCUMENTS. 0O
CLAY, EXCESS FINES AND OTHER DELETERIOUS MATERIALS. THE STONE SHALL CONFORM EXPANSIVE NOR HAVE HIGH ORGANIC CONTENT; SHALL BE FREE OF DEBRIS, LUMPS AND
TO THE REQUIREMENTS OF ASTM C33, SIZE NO. 57 (3/4 INCH STCNE) AND BE GRADED CLODS; AND SHALL MEET THE FOLLOWING REQUIREMENTS: RESTORATION E
WITHIN THE FOLLOWING LIMITS:
a. MAXIMUM LIQUID LIMIT SHALL NOT EXCEED 12 AS DETERMINED BY ASTM D423. 1. THE CONTRACTOR SHALL RESTORE ALL DISTURBED OR DAMAGED AREAS TO THE SAME :
U.S. SIEVE SIZE PERCENT FINER OR BETTER CONDITION THAN THAT PRIOR TO THE START OF CONSTRUCTION. —
BY WEIGHT b. MAXIMUM PLASTICITY INDEX SHALL NOT EXCEED 35 AS DETERMINED BY ASTM D424. —
1 1/2 INCH 100 2. ALL AREAS IN EXISTING RIGHT-OF-WAYS DISTURBED BY CONSTRUCTION SHALL BE
1 INCH 95-100 c. NOT MORE THAN 10% OF WEIGHT SHALL BE FINER THAN 74 MICRON (NO. 200) U.S. RESTORED TO EQUAL OR BETTER THAN THE ORIGINAL CONDITION AND GROUND COVER >
1/2 INCH 25-100 STANDARD SIEVE. TO THE SATISFACTION OF THE LOCAL OR STATE AGENCY HAVING JURISDICTION.
NO. 4 0-10
NO. 8 0-5 .READY-MIX FLOWABLE FILL OR CONTROLLED LOW STRENGTH MATERIAL (CLSM) MAY BE 3. ALL DISTURBED SWALE OR CANAL GRADES SHALL BE RESTORED TO THE GRADES AND

ELEVATIONS THAT EXISTED PRIOR TO DISTURBANCE UNLESS OTHERWISE SPECFIED ON
THE ENGINEERING DRAWINGS OR IN THE CONTRACT DOCUMENTS.
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a
N
: o4
MNOTES: % +
1. ALL PAV.C. SANITARY GRAVITY SEWER PIPE i RESTAURANT WITH PAPER PLATES N E -
SHALL BE: ADJUSTABLE REPAIR COUPLING (ARC) 33 Px o o)
FOR DEPTHS BETWEEN 0.4 FEET- DR1E -FOR  WITH STAINLESS STEEL SHEAR RINGS, e HEy - INTERCEPTOR VOLUME (GALLONS) @ X HOURS OF RESTAURANT OPERATIONS PER DAY % T} o
DEFTHS & FEET OR CREATER BURY DEFTH-  CLAMPING BANDS CLAMPS, NUTS AND EXISTING ! ’ DEk 28 < - = e
DX 28 BOLTS, (2ZREQUIREDXTYPICAL) ,r‘ SEWER MPE I ) i | L&l = 2 gé i = SEATS UPTO <4 HOURS 4-8 HOURS 8-12 HOURS GREATER THAN 12 1T} S (£ o
2. SEWER SERVICE SHALL BE INSTALLED AT 3 = GEp 2 . Eig ot o CLASS18&2 | CLASS38&4 CLASS 5 HOURS CLASS 6 S Q|8 6
GRADE OF NOT LESS THAN 18 PER FOOT AND ! g5k e A Lz = Ol g
NO MORE THAN 1 34" PER FOOT : " ot g wo B 25 750 750 750 750 1t 5l @
é%g% L g(g " E 50 750 750 750 750 x i L "éJ
& g;gg ] CE L 75 750 750 750 1000 % E
NEW SDR2S OR SR 18 & g : st g : - 5oz8 100 750 750 1000 1250 alz
: ; ® g 8
PVC SEWER PIPE B g 4= 2 L L £ > 9%@%%%5 125 750 1000 1250 1600 O UEJ
- =t ol =i - Oy = - o= Cw Ao W
- = - STANDARD 3z - - . ; I . A s G OF o % 2 29 bx 150 750 1000 1600 2000 % s
- = —— —A PY.CWVE T i z | 5 R P g "T i b OF =7 aREERAS, 175 750 1250 2000 2500 a5
e i # 3 | 5 oko3 cowoo
i E /| ; | | 7 ! g §5§$§E g;zz%ﬁgg 200 750 1600 2000 2500 Nl o
- - — p = o T
R R 4 : | F , | | g = ] LZESox Zgio%de il 250 1000 2000 2500 3000 Wl >
y SHORT RADIUSG = LE ‘ ‘ = 5 i $E07z2 LLIFLE05FE o = &
A L I \ o) - ha [ [ = TP W :
. g b T 2 | = sE-338 F22o2u . xd SUBMIT DESIGN USING FLORIDA BUILDING CODE - L=
PV SERVICE LATERAL oot | Rt  2f : = & e : - ' = A SSZGEEREEaL ooty 2 >250 PLUMBING, TABLE 1003.5.1 al 2
SERVICE CONNECTION BV SOFER DR S0 19 E S '“ E L 7 S ; i8p SuBELISEio2aPEg £D EXAMPLE: Ol =
WIWATERTIGHT PLUG OR CAP ol : : = ]9 I SHw 0220255 HEinZ08Eus 125 SEAT RESTAURANT THAT SERVES MEALS IN BASKETS WITH PLASTIC FORKS AND KNIVES (SO SERVICE DISHES WASHED) THAT IS S| D
E 1 S— i = Ity - Ez= cOg3 EEE Ty big z JL2E2 OPEN 8 HOURS A DAY. A MINIMUM SIZE GREASE INTERCEPTOR REQUIRED IS 833 GALLONS CAPACITY. LOCAL AVAILABILITY OF A
TYPICAL PLAN  Ex3mmG ", T ki I} [T Sed SzZ0ZVwaEipddi o Fegt GREASE INTERCEPTOR MAY REQUIRE THE NEXT LARGEST MANUFACTURED SIZE OF 1,000 GALLONS CAPACITY.
SEWER PIFE ADJLETABLE : . ! i . — in% 0523 oWFiC8zoRr Y2yl s
PAIR 2 0 | L i é5p 3 T WL = Jrx EXehu o
CLEAN-OUT 30K~ b ggun_lm; 2 [ 7 ; ') = : Bgz = ﬁ 3% CBoBRsEFrcustusZeul NS
TITEEHENARINA. [TYPICAL) = o = - fzhy 2 . wh? 98509825 FrInz i Lo RESTAURANT WITH CHINA PLATES 5l F
" = 852 & o5 g o fal
PAVEMENT F 4 i . (& E B . Hi g Bzogp st “i5288 zi2,84 INTERCEPTOR VOLUME (GALLONS) @ X HOURS OF RESTAURANT OPERATIONS PER DAY
= 3 1 = = o SF23 O =0 RSETH LLO(_')QO_N
GRADE LENGTH OF SERVICE VARIES 3RS o : Ll -G ~ I dera e ogcd
T 1 w o . ] : S § SEATS UP TO <4 HOURS 4-8 HOURS 812 HOURS | GREATER THAN 12
oS i -=_I:I ; : G s : T T T CLASS 182 CLASS 3 8 4 CLASS 5 HOURS CLASS &
,,,,,,, T i} O B — —‘ N - 25 750 750 750 750 (4v]
30° SQUARE x & THICK o ' | o ' N w e o 50 750 1000 1250 1600 =
i | =
cogbesa by COMNC. SLAB TO BE GAST £ o B " = 55 - i : i iE z 75 750 1250 2000 2500 lab) o g
§ L B s | & i = S 19 15 100 1000 2000 2500 3000 e N
" THREADED FVC ADAETER 3M LOCATOR BALL 1 [ 1] E ' . Nz £ il A 125 1250 2000 3500 4000 C o . 884
4 1N i £ s - ' . S . - SR <) = S
AND PLUG. MIN, 3 | L . G . i 5 e I T e R I 150 1250 2500 4000 4500 O O =233 SRSIN
BELOW FINISH GRADE e 5 : 51 e RN g : - f 175 1600 3000 4500 5100 =5 {8 ssg
B MINIMUM PVE SERVICE LATERAL i N ! g E L 200 2000 3500 5000 5800 > 0O ©mZ8s o
UP TO SPRING LINE . | 2. ; - RS (- Sm= 9
E £ 9 1 ¢ 2 - 250 2000 4500 6250 7300 ) SocoT g o
ST CONMRC THON kS : g ¥ ; : I i SUBMIT DESIGN USING FLORIDA BUILDING CODE - L o 8« .83
UG FRRE ! ¥ = S B o o 250 PLUMBING, TABLE 1003.5.1 Y s g<od
OR CAP AMD EXTENDED = g el " ! EXANPLE. : l ST g KR 8
TO PROPERTY LINE SIDE PROFILE 5 b E Lo ) 100 SEAT RESTAURANT THAT SERVES MEALS ON WASHABLE PLATES (CHINA) THAT IS OPEN 8 HOURS A DAY. THE MINIMUM SIZE o E = I T
nLE ] B g ] : E o GREASE INTERCEPTOR REQUIRED IS 1,667 GALLONS CAPACITY. LOCAL AVAILABILITY OF A GREASE INTERCEPTOR MAY REQUIRE THE c +— g‘ L = < N
g’ég'ﬂ'ﬁmﬁn 23 . : . z E o NEXT LARGEST MANUFACTURED SIZE OF 2,000 GALLONS CAPACITY. = C 288229
o = £ @ 4 L o
g : 5 g 2 — N 902 T
ADJUSTABLE REPAIR COUPLING i = N - s . GREASE INTERCEPTOR VOLUME REQUIREMENT FeB) ; S Ozty
WITH STAINLESS STEEL BHEAR i x g e B - o8 g NOTES: D ®5Z¢c
RINGS, CLAMPING BANDS = = s 1 ! L 2 1. MINIMUM SIZE IS 750 GALLONS c S g =
CLAMPS, NUTS AND BOLTS. it ‘ - g i 2. INTERCEPTOR TANKS MAY BE PLACED IN SERIES TO ACHIEVE TOTAL VOLUME — 159) =
STANDARD {2 REQUIRED)TYFICAL) T - SN ® T 3. THE RESTAURANT GREASE INTERCEPTOR SIZE TABLE ABOVE IS BASED ON TABLE 1003.5.1, FLORIDA PLUMBING CODE. REFER TQ (@)
EXISTING gt = 8 g | - 2 TABLE 1003.5.1 FOR DESIGN OF GREASE INTERCEPTORS THAT ARE REQUIRED FOR OTHER ESTABLISHMENTS WITH COMMERCIAL c
SEWER PIPE ——, o o v = 3 1 . f & E T T | L S £ NIRRT 5 KITCHENS LL]
- _I 7 T { x o L — i & tphal L Ve AR R AR e - . ; 4. GREASE INTERCEPTORS SHALL COMPLY WITH FLORIDA BUILDING CODE, PLUMBING, CHAPTER 10 - TRAPS, INTERCEPTORS AND
. T 1 [ = s T I 44 s SEPARATORS.
EXISTING 3 —— PR e "’@.}; z g Z
# SEWER FIFE ; ' —E I & @q—tIJ g & CLASS 1 = BREAKFAST ONLY, CLOSED BY 11:00AM, OPEN <4 HOURS
UNDISTURBED b | - g I - } £ » = _ .
b ; - ES e 522 3 CLASS 2 = LUNCH ONLY, CLOSED BY 3:00 PM, OPEN <4 HOURS
o FVC SEWER FIFE T : r = i3 £ 5 HE g2 2 CLASS 3 = DINNER ONLY, OPEN 4-8 HOURS
FRONT PROFILE £ £ 3 = E g E CLASS 4 = BREAKFAST & LUNCH, OPEN 4-8 HOURS
: = = o o CLASS 5 = LUNCH & DINNER, OPEN 8-12 HOURS
a3 ; 7 8 5 CLASS 6 = ALL MEALS, OPEN MORE THAN 12 HOURS
PFROVIDED FOR IMFORMATIOHAL i % ]
DATE: 110172011 GRAVI | T SEWER CUT_IN FURPOSES ONLY, " BATE 41301 FROMPET F O 1 F g DATE: 11/01/2011 G REASE I NTERCEPTO R TAN K PROVIDED FOR INFORMATIONAL g DATE: 11/01/2011 PROVIDED FOR INFORMATIONAL
OO MCATIONS WITHOUT = | DATE: "z o) : PURPOSES ONLY [ : PURPOSES ONLY
m“ﬁ.mm.lm& g | | ] g NO MODIFICATIONS WITHOUT g G R EAS E I N TE RC E PTO R NO MODIFICATIONS WITHOUT
Sk WYE & SERVICE T TYPICAL SEWER SERVICE | * e s ||
v | DRAV E EC | - b . ] .
= | e 2 W/ SAMPLE POINT DETAIL | . 2 VOLUME REQUIREMENT s«
o s CHARLOTTE COUNTY UTILITIES 1Dk GB-08-CTV.dg < i 2 2
AFPROVED BY. BRB ISR TS o “| APPROVED BY: BRB . G514 “| APPROVED BY: BRB  GSA5-GIT
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2016 WRA

4"-10" DUCTILE IRON PIPE

il

6" THICK
CONCRETE SLAB /

WITH FIBER MESH 12" 12"
(3000 PSI) MIN. MIN.
PLAN VIEW

DOUBLE DETECTOR CHECK ASSEMBLY
REQ'D. BY CHARLOTTE COUNTY UTILITIES.

0.5. &Y. FLANGED GATE VALVE
(TYPICAL)

UTILITY DETAILS

45° BEND 45° BEND

ADJUSTABLE

PIPE SU F’PORT18..

4- MIN; 1/2" STAINLESS MIN.

STEEL BOLTS

\/Q\e,S"MlN(.
//Qa" A);\

>
IR
N R A N N N N N AN N N NN

>

6" THICK CONCRETE
SLAB WITH FIBER
MESH (3000 PSI)

ELEVATION "A-A"

NOTE:

OUTPARCEL 2

1. DOUBLE DETECTOR CHECK ASSEMBLY SHALL MEET FOUNDATION
FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH
UNIVERSITY OF SOUTHERN CALIFORNIA REQUIREMENTS AND SHALL
BE APPROVED BY CCU.

PEACHLAND PROMENADE

ISSUED FOR: PERMITTING

JOB #:1205

2. BACKFLOW CAN HAVE BUILT IN FDC IF SHOWN ON THE ENGINEERING
DRAWINGS.

3. ADJUSTABLE PIPE SUPPORTS TO BE ANCHORED TO CONCRETE SLAB.

DATE: 11/01/2011 4"-10" BACKFLOW PREVENTION FROVIDED T OF IEORMATIONAL ;
NO MODIFICATIONS WITHOUT i NO. 69139
ASSEMBLY WRITTEN CCU APPROVAL *

DRAVWN BY: DEC

FOR FIRE LINE SYSTEMS P04 Lo Jans
APPROVED BY. BR6 CHARLOTTE COUNTY UTILITIES | Puo+rierong ‘

ZM\Auto Cad R14%DETAILSN2012 Details\,06.POTABLE WATERYPW—04—FLBF.dwg
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PLANT SPECIES N ( : I I S l t ( :
A 2401 FIRST STREET, SUITE 201
>< FORT MYERS, FLORIDA 33901
QUANTITY DDB PH: (239)-226-0024 - FX: (239)-226-0094
W(:( D E \ EB-26544 CA-LC26000374 )
x % =
— ( )
S
PEACHLAND BLVD. DESIGNATIONS: 0 ONATION
B = BUFFER
P = PERIMETER LANDSCAPING
1 = INTERIOR LANDSCAPING
G = TREE REQUIREMENTS O 10 20 40
LE = LANDSCAPE ENHANCEMENT
WP = WETLAND PLANTING
ES = EQUIPMENT SCREENING
e R e — - - — - D - — S — - . IS - SSSUNNEE  EE— - S e N —
AR
i
L\
AN
! ! SIGHT TRIANGILE
\\ / EXISTING WATERMAIN - A\r o - — —- — - ~" /L,&@{ (TYP.) \. -
- EXISTING FENCE NS NS OSSN
L EXISTING LANDSCAPING ADJACENT TO ROADWAY I CHARLOTTE COUNTY ( D
PREVIOUSLY PERMITTED SITE PLAN PERMIT LANDSCAPING CALCULATIONS:
EXISTING LANDSCAPING MAY NEED
TO BE ADJUSTED DUE TO SITE IMPROVEMENTS 1. GENERAL TREE REQUIREMENTS :
. 5' WIDE CONCRETE SIDEWALK PROJ ECT LIMITS Per Section 9-3-100.3, 1 Point per 2,000 S.F. of gross area
| Per previously approved LS/10-13-R2, this outparcel is 1.147 acres (49,963 SF)
g - - | 49,963 SF/2,000-25 Tree Points Required and Provided
- RE AT - A A ” QV - 2.5 POINTS PER TREE =10 x 2.5 = 25 POINT ,_8
[aa) 1 77
., ) =S AN AN\ S o8N T N e | S S S S S S S SSS INCT pee —_—
Z ) 32| 1 EXISTING 2. PERIMETER LANDSCAPING REQUIREMENTS: v =
= — o 9
E | —4 (ﬁQ\/ PARKING LOT Per Section 9-3-100(B), Minimum 8 foot width, 1 tree shall be provided per 35 Lf. g [,
> A "M of perimeter landscape strip. Minimum of 1 shrub shall be provided per 8 Lf. of ~
g (aF
8 10| 1 perimeter landscape strip. Parking areas abut R.O.W. hedge shall be provided ] B\
20" UTILITY EASEMENT IO :) S:
TRE | PROPOSED BUILDING PREVIOUSLY PERMITTED - LS/10-13-R2 @) =t
-l caNopy D5 O
N W 3. INTERNAL LANDSCAPING (CANOPY) REQUIREMENTS: g U
(TRE ) | Per Section 9-3-100(C), 1 tree per parking island of required internal landscaping area. 1009 of ﬁ D)
planter island to be planted with shrubs and groundcover. = ﬂ
@)
! il J i Internal landscaping (canopy) required: 3 ,_O|
I 1 Tree per parking island = 6 parking islands = 6 Canopy trees required. L g
100% parking island planted required A =
PROTECT LIMITS 6 CANOPY TREES PROVIDED
] . \ PROPOSED 100% PARKING ISLANDS PLANTED O
I | — EXISTING LANDSCAPING BUFFER ‘ ‘ BUILDING EXISTING TREES TO
- PREVIOUSLY PERMITTED 4 10,000 S.F.
oNondb 2in ( ) BE REPLANTED IN 4. BUFFER REQUIREMENTS:
| el é%%«%?/‘ { ::gg 5 oW IsLANT) B Per Section 9-3-100(1)
,_‘A Ay AL A.‘ A
‘\ é [/ PREVIOUSLY PERMITTED - LS/10-13-R2
- \. J
+ | ERCNTERRN , \
! 1 Z 5
I I N 3¢
N O
o]
Tz
I |/ S
Z. —
- @‘ 5~
I L}
[ | Hl EI EEESEEEnDaS O B ST B B BEESESSEnSaa EE Ea  eeessaaaa L ] [__] | VAL VWi i VI, WA AT AL WA R VS ey S A Vi  R—— I
\. 7
|
EXISTING ’
PARKING LOT ’ @ b 9 R
[
<| =2
EXISTING Al
BUILDING
CONFIRM PLANT OFFSET WITH OWNER'S REP. MASTER PLANT SCHEDULE
BACK OF CURB OR EDGE OF PAVEMENT T SYM QTY NATIVE BOTANICAL NAME COMMON NAME SPECIFICATIONS w
DMULCHED AREA 2 QV 10 Y | QUERCUS VIRGINIANA LIVE OAK ‘CATHEDRAL 2 CAL.,10' HT, FULL % Z
EQ & TRF 70 Y TRIPSACUM FLORIDANA DWEF. FAKAHATCHEE GRASS | 3 GAL., 24" HT, FULL = E
CENTER OF PLANT & w =
2 | MULCH TBD | 2C.F.BAGSCOCOBROWN - CYPRESS MULCH DISCOURAGED 3" THICK, NO WEEDS — £
E%(g{ SHRUBS AND GROUNDCOVERS 3 SOD TBD | S.F.BAHIA SOD (BOTTOMS OF DRY DETENTION AREAS) TIGHT JOINTS, NO WEEDS a % o
EQ. - EQUAL SPACING AS INDICATED ON THE PLANT LIST. m E
USE TRIANGULAR SPACING ON ALL MULTI-ROW PLANTINGS é
FLEXIBLE STAKING MATERIAL 5
SECURELY ATTACHED TO THE TRUNK . O
& LODGE POLE LODGE POLE STAKE DRIVEN SHRUB & GROUNDCOVER SPACING DETAIL MAI NTENANCE . E
“ INTO UNDISTURBED EARTH NTs (1) PLANTINGS, FENCES, WALLS, BERMS AND IRRIGATION SYSTEMS REQUIRED BY THE SECTION MUST BE MAINTAINED IN GOOD REPAIR. Z
3 SETTLS%?L%%L&& 1?:% %%T%fjg? BELOW BOTTOM OF TREE PIT LANDSCAPED AND BUFFER AREAS MUST BE KEPT FREE OF WEEDS, LITTER AND DEBRIS. S
ROOTBALL (DO NOT DISTURB ROOTBALL) (2) DAMAGE TO ANY OF THE LANDSCAPING OR STRUCTURES REQUIRED BY THIS SECTION SHALL BE REPLANTED OR REPLACED, AS =
“ e DG RS I APPLICABLE, WITHIN (90) DAYS OR 1 GROWING SEASON, WHICHEVER IS SOONER. DAMAGE TO A REQUIRED FENCE OR WALL BY A =
e AE%%@%%ESS(V}EEF%@% OWNER'S REFRESENTATIVE, BASED NATURAL DISASTER SHALL BE REPAIRED WITHIN ONE HUNDRED EIGHTY (180) DAYS. Slzlalelslals
PRIOR TO FINAL ACCEPTANCE AND i ON TREE SIZE AND STABILITY SPREAD AS SPECIFIED (3) IT ISUNLAWEUL TO VIOLATE ANY OF THE PROVISIONS OF THIS SECTION. 8 Z. )}
. ADD MULCH) (4) THE DEPARTMENT MAY ENFORCE COMPLIANCE WITH THIS SECTION AS PROVIDED BY LAW AND MAY PERFORM REASONABLE
6" TRANSITION ZONE _
VISIBLE ROOT FIARE & IST PLACE TOP OF INSPECTIONS TO INSURE CONTINUED COMPLIANCE.
UNDISTURBED / EMERGING ROOT. SET TOP OF ROOTBALLL 2 (5) ALL REQUIRED LANDSCAPING AND BUFFERS MAY BE SERVED BY AN AUTOMATIC IRRIGATION SYSTEM DESIGNED TO ELIMINATE THE DATE; 3-14-16
EXISTING SOD \ ROOT BALL AT LEAST 2' ABOVE é}fg};g FINISH = APPLICATION OF WATER TO IMPERVIOUS AREAS AND REDUCE IMPACTS TO EXISTING NATIVE VEGETATION. ALL REQUIRED PROJECT NO. 1132-65
FINISH GRADE w FINISH GRADE. MULCH AS SPECIFIED DISENTANGLE i LANDSCAPING AND BUFFERS SHALL BE IRRIGATED DURING THE ESTABLISHMENT PERIOD. THE APPLICANT MAY USE A TEMPORARY
s 3" SETTLED DEPTH. MATTED ROOTS & | o IRRIGATION SYSTEM OR HAND WATERING IF THE APPLICANT CAN DEMONSTRATE THAT SUCH AN APPROACH WILL PROVIDE ADEQUATE FILE NO. 1132-65-LSP.dwg
PULL MULCH BACK 3" REMOVE = WATER FOR PLANT SURVIVAL. ALL ALTERNATIVE PLANS OF IRRIGATION MUST BE APPROVED BY THE ZONING OFFICIAL OR HIS/HER SCALE: AS SHOWN
/ FROM STEM(S) OF PLANT CIRCLING OR 5 DESIGNEE. N ' o
GIRDLING =
WATERED.IN CLEAN OOTS. g (6) TREE PRUNING SHALL BE CONDUCTED ACCORDING TO THE MOST RECENT EDITION OF THE NATIONAL ARBORIST ASSOCIATION e N
ey DT e sy 3 vstomDson NOTE: LANDSCAPE
COMPACT SOIL UNDER Lol PLANTING BACKFILL AS 1. ALTERATION TO LANDSCAPING AND BUFFERS REQUIRE THE PRIOR WRITTEN PERMISSION OF CHARLOTTE COUNTY. PILAN
ROOTBALLTOPREVERT SPECIFIED 2. THERE SHALL BE A CLEAR SPACE WITH NO OBSTRUCTION TO VISION BETWEEN A HEIGHT OF TWO (2) FEET AND SIX (6) FEET ABOVE
. PLANTING HOLE ___ GRADE. THE COUNTY ENGINEER MAY APPROVE ALTERNATIVE SIGHT TRIANGLES UNDER CIRCUMSTANCES WHERE THE REQUIREMENTS
3XROOT BALL SIZE ———= 3x OF THIS SECTION CANNOT BE MET. THE REQUIREMENTS OF THIS SECTION SHALL NOT BE DEEMED TO PROHIBIT ANY NECESSARY & _)
MULCH TO DRIPLINE RETAINING WALL
UNLESS SPECIFIED OTHERWISE . = N
3. ANY EXISTING SHRUBS/ TREES DAMAGED DURING SITE IMPROVEMENT OR MISSING FROM THE SITE WILL BE REPLACED IN
ACCORDANCE WITH THE APPROVED PLAN (LS/10-13R2)
SINGLE TRUNK TREE PLANTING DETAIL SHRUB & GROUNDCOVER PLANTING DETAIL
N.TS. N.TS. ~
P:\Projects\1132 Benderson\1132-65 Peachland Outparce\CAD\LSP\2nd_sub\1132-65-LSP.dwg (LSP) jonathanr Jun 02, 2016 - 2:10pm . Y,




